11. INSURANCE AND BONDING REQUIREMENTS
The selected team shall provide:

« California workers compensation insurance (required by law)

« Commercial General Liability insurance: minimum $2,000,000 per occurrence

« Performance and Payment bonds: 100% of contract amount (if contract exceeds $25,000)
«  Proof of current bonding capacity sufficient to cover the project budget

12. RFP TIMELINE

Event Date

RFP Issued July 16, 2026

Site Walkthrough July 20, 2026, 10am-12pm
Questions Due July 24, 2026

Proposal Deadline August 7, 2026

Interviews (if held) August 14, 2026, 9am-2pm
Selection Notification September 1, 2026

13. FORM OF AGREEMENT

MOWMP will provide a proposed Form of Agreement as part of the RFP package to establish the contractual
relationship, terms, and conditions. Proposers should review this form carefully and note any requested
modifications during the proposal process. Significant deviations from the proposed form should be identified
and justified in the proposal. The final agreement will be negotiated with the selected firm prior to project start.

14. SUBMISSION INSTRUCTIONS
Proposals shall be submitted electronically in PDF format by the deadline listed in Section 12.

Submit proposals to:

Mark Hansen

Sr. Director of Operations

Meals on Wheels of the Monterey Peninsula
mhansen@mowmp.org

Written questions regarding this RFP must be submitted by the deadline listed in Section 12. Responses will be
issued to all interested proposers.

15. RESERVATION OF RIGHTS

MOWMP reserves the right to: reject any or all proposals; waive informalities or irregularities in proposals;
request additional information from proposers; conduct interviews with selected finalists as may be determined
at the sole discretion of MOWMP; negotiate final terms with the selected firm; and select the proposal
determined to be in the best interest of the organization. MOWMP also reserves the right to cancel this RFP at
any time if circumstances change or if no acceptable proposals are received.
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WATER POLLUTION CONTROL PLAN

1. ESTIMATED TOTAL DISTURBED AREA: 0.13 ACRES

2. BEST MANAGEMENT PRACTICES (BMPs)(MATERIALS AND THEIR
INSTALLATION) SHALL CONFIRM TO ONE OF THE FOLLOWING:

2.1. THE 2017 EDITION OF THE CALTRANS STORM WATER QUALITY
HANDBOOK/ CONSTRUCTION SITE BMP MANUAL THE HANDBOOK
MAY BE DOWNLOADED FOR FREE
http://www.dot.ca.gov/hg/construc/stormwater/stormwaterl.htm

2.2. THE 2009 EDITION OF THE CALIFORNIA BMP HANDBOOK
PROMULGATED BY THE CALIFORNIA STORMWATER QUALITY
ASSOCIATION (CASQA). THE HANDBOOK MAY BE DOWNLOADED
FOR A FEE FROM CASQA WEBSITE AT
http://www.cabmphandbooks.com/

3. THE BMPs SHOWN ON THIS WATER POLLUTION CONTROL PLAN SHALL
BE ADJUSTED OR SUPPLEMENTED AS REQUIRED TO PROTECT WATER
QUALITY AND/OR AS DIRECTED BY THE ENGINEER AUTHORITY

4. THIS PLAN IS INTENDED TO BE USED FOR INTERIM WATER POLLUTION
CONTROL ONLY AND IS NOT TO BE USED FOR FINAL ELEVATIONS OR
PERMANENT IMPROVEMENTS

5. CONTRACTOR SHALL BE RESPONSIBLE FOR MONITORING BMPs PRIOR
TO, DURING, AND AFTER STORM EVENTS, AND SHALL PROMPTLY
CORRECT ANY DEFICIENCIES NOTED

6. ALL PAVED AREAS SHALL BE KEPT CLEAN OF SOILS AND DEBRIS.
REGULAR STREET SWEEPING IS REQUIRED. ADDITIONAL STREET
SWEEPING MAY BE REQUIRED BY THE ARCHITECT/ENGINEER OR
JURISDICTION HAVING AUTHORITY

7. REASONABLE CARE SHALL BE TAKEN WHEN HAULING ANY EARTH,
SAND, GRAVEL, STONE DEBRIS, PAPER, OR ANY OTHER SUBSTANCE
OVER ANY PUBLIC STREET, ALLEY OR OTHER PUBLIC PLACE. SHOULD
ANY BLOW, SPILL, OR TRACK OVER AND UPON SAID PUBLIC OR
ADJACENT PRIVATE PROPERTY, IMMEDIATELY REMEDY SHALL
OCCUR.

8. KEEP ADDITIONAL EROSION AND SEDIMENT CONTROL SUPPLIES ON
SITE IN CASE IMMEDIATE REPAIRS OR MODIFICATIONS ARE REQUIRED.
THESE SUPPLIES MAY INCLUDE ADDITIONAL SILT FENCING, FILTER
FABRIC, HAY BALES, JUTE NETTING, BAGS AND TARPS.

9. CONSTRUCTION OPERATIONS SHALL BE CARRIED OUT IN SUCH A
MANNER THAT EROSION AND WATER POLLUTION WILL BE MINIMIZED.
STATE AND LOCAL LAWS CONCERNING POLLUTION ABATEMENT
SHALL BE COMPLIED WITH.

10. CONTRACTOR SHALL PROVIDE DUST CONTROL AS REQUIRED BY
FEDERAL, STATE, AND LOCAL AGENCY REQUIREMENTS.

11. PROVIDE TEMPORARY "EFFECTIVE SOIL COVER" ON ALL INACTIVE
DISTRUBED AREAS (AREAS WHICH HAVE NOT BEEN DISTRUBED FOR
AT LEAST 14 DAYS) PRIOR TO INSTALLATION OF FINAL LANDSCAPING,
IF REQUIRED DUE TO PROJECT SCHEDULING

12. PROVIDE WIND EROSION CONTROL AT ALL TIMES IN ACCORDANCE
WITH BEST MANAGEMENT PRACTICE WE-1.

13. LIMIT THE USE OF PLASTIC MATERIALS WHEN MORE SUBSTANTIAL
ENVIRONMENTAL FRIENDLY ALTERNATIVES EXIST. WHERE PLASTIC
MARERIALS ARE DEEMED NECESSARY, CONSIDER THE USE OF
PLASTIC MATERIALS RESISTANT TO SOLAR DEGRADATION AND WHICH
MAY BE RE-USED.

14. ESTABLISH AND MAINTIAN EFFECTIVE PERIMETER CONTROLS AND
STABILIZE ALL CONSTRUCTION ENTRANCES AND EXITS TO
SUFFIENTLY CONTROL EROSION AND SEDIMENT DISCHARGES FROM
THE SITE

a. PROVIDE SILT FENCE AT CONSTRUCTION SITE PERIMETER WHERE
RUNOFF LEAVES THE CONSTRUCTION SITE

b. PROVIDE INLET PROTECTION AT ALL DRAIN INLETS

15. ALL GRADING SHALL CONFORM TO THE MONTEREY COUNTY GRADING
ORDINANCE #2535, EROSION CONTROL ORDINANCE # 2806, AND
CALIFORNIA BUILDING CODE.

16. NO VEGETATION REMOVAL OR GRADING WILL BE ALLOWED WHICH
WILL RESULT IN SILTATION OF WATER COURSES OR
UNCONTROLLABLE EROSION. (WCC 16.08.300 C.2)

17. IT SHALL BE THE RESPONSIBILITY OF THE OWNER AND THE
PERMITTEE TO ENSURE THAT EROSION DOES NOT OCCUR FROM AN
ACTIVITY DURING OR AFTER PROJECT CONSTRUCTION, ADDITIONAL
MEASURES, BEYOND THOSE SPECIFIED, MAYBE REQUIRED AS
DEEMED NECESSARY TO CONTROL ACCELERATED EROSION. (MCC
16.12.100)

18. LAND CLEARING SHALL BE KEPT TO A MINIMUM. VEGETATION
REMOVAL SHALL BE LIMITED TO THAT AMOUNT NECESSARY FOR
BUILDING, ACCESS, AND CONSTRUCTION AS SHOWN ON THE
APPROVED EROSION CONTROL PLAN.

19. VEGETATION REMOVAL BETWEEN OCTOBER 15 AND APRIL 15 SHALL
NOT PRECEDE SUBSEQUENT GRADING OR CONSTRUCTION
ACTIVITIES BY MORE THAN 15 DAYS. DURING THIS PERIOD, EROSION
AND SEDIMENT CONTROL MEASURES SHALL BE AT THE END OF EACH
WORKING DAY.

20. PRIOR TO COMMENCEMENT OF ANY LAND DISTURBANCE, THE
OWNER/APPLICANT SHALL SCHEDULE AN INSPECTION WITH
RMA-ENVIRONMENTAL SERVICES TO ENSURE ALL NECESSARY
SEDIMENT CONTROLS ARE IN PLACE AND THE PROJECTS COMPLIANT
WITH MONTEREY COUNTY GRADING AND EROSION CONTROL
REGULATIONS.

21. DURING CONSTRUCTION THE OWNER/APLLICANT SHALL SCHEDULE
AN INSPECTION WITH RMA -ENVIRONMENTAL SERVICES TO UPDATE
COMPACTION TEST RECORDS, INSPECT DRAINAGE DEVICE
INSTALLATION, REVIEW THE MAINTENANCE AND EFFECTIVENESS AND
BMPS INSTALLED AS WELL AS, TO VERIFY THAT POLLUTANTS OF
CONCERN ARE NOT DISCHARGED FROM THE SITE

22. PRIOR TO FINAL INSPECTION, THE OWNER /APPLICANT SHALL
SCHEDULE AN INSPECTION WITH RMA-ENVIRONMENTAL SERVICES TO
CONDUCT A FINAL GRADING INSPECTION, COLLECT FINAL
GEOTECHNICAL LETTER OF CONFORMANCE ENSURE THAT ALL
DISTURBED AREAS HAVE BEEN STABILIZED AND THAT ALL

MONTEREY COUNY REQUIREMENTS

1. ACTUAL GRADING SHALL BEGIN WITHIN 30 DAYS OF VEGETATION REMOVAL
OR THE AREA SHALL BE PLANTED TO CONTROL EROSION. VEGETATION
REMOVAL BETWEEN OCTOBER 15TH AND APRIL 15TH SHALL NOT PRECEDE
SUBSEQUENT GRADING OR CONSTRUCTION ACTIVITIES BY MORE THAN 15
DAYS.

2. THE FOLLOWING PROVISIONS SHALL APPLY BETWEEN OCTOBER 1 AND
APRIL 30

A. DISTURBED SURFACES NOT INVOLVED IN THE IMMEDIATE OPERATIONS
MUST BE PROTECTED BY APPLYING STRAW MULCH AT 2000 LBS. PER
ACRE AND ANCHORED BY TRACK-WALKING TO PREVENT MOVEMENT
DURING WATER FLOW

B. RUNOFF FROM THE SITE SHALL BE DETAINED OR FILTERED BY BERMS,
VEGETATED FILTER STRIPS AND/OR CATCH BASINS TO PREVENT THE
ESCAPE OF SEDIMENT FROM THE SITE. THESE DRAINAGE CONTROLS
MUST BE MAINTAINED BY THE CONTRACTOR AS NECESSARY TO
ACHIEVE THEIR PURPOSE THROUGHOUT THE LIFE OF THE PROJECT. SEE
THIS SHEET FOR EROSION CONTROL PLAN AND EROSION CONTROL
DETAILS.

C. EROSION CONTROL MEASURES SHALL BE IN PLACE AT THE END OF EACH
DAY'S WORK.

D. THE BUILDING INSPECTOR SHALL STOP OPERATIONS DURING PERIODS
OF INCLEMENT WEATHER IF HE DETERMINES THAT EROSION PROBLEMS
ARE NOT BEING CONTROLLED ADEQUATELY.

3. CUT AND FILL SLOPES SHALL BE PLANTED WITH AN SEED MIX APPROVED
BY THE LANDSCAPE ARCHITECT AND THE COUNTY OF MONTEREY

4. ALL SURFACES EXPOSED OR EXPECTED TO BE EXPOSED DURING
GRADING ACTIVITES SHALL BE PREPARED AND MAINTAINED THROUGH
THE LENGTH OF THE ENTIRE PROJECT TO PROTECT AGAINST EROSION

5. AT ALL TIMES DURING CONSTRUCTION AND UNTIL FINAL COMPLETION,
THE CONTRACTOR, WHEN HE OR HIS SUBCONTRACTORS ARE
OPERATINNG EQUIPMENT ON THE SITE, SHALL PREVENT THE
FORMATION OF AN AIRBORNE DUST NUISANCE BY WATERING AND/OR
TREATING THE SITE OF THE WORK IN SUCH A MANNER THAT WILL
CONFINE DUST PARTICLES TO THE IMMEDIATE SURFACE OF THE WORK.
THE CONTRACTOR WILL BE RESPONSIBLE FOR ANY DAMAGE DONE BY
DUST FROM HIS OR HER SUBCONTRACTOR

OBSERVATION AND MAINTENANCE
1. VISUALLY OBSERVE AND MAINTAIN BEST MANAGEMENT PRACTICES(BMPS)
AS FOLLOWS:

A. WEEKLY, AND

B. WITHIN 48 HOURS PRIOR TO EACH STORM EVENT, AND

C. WITHIN 48 HOURS AFTER EACH STORM EVENT

2. REPAIR DAMAGES BMPs WITHIN 48 HOURS OF OBSERVATION.

3. SEDIMENT SHALL BE REMOVED FROM SEDIMENT CONTROL BMPs
BEFORE SEDIMENT HAS ACCUMULATED TO A DEPTH OF ONE THIRD THE
HEIGHT OF THE SEDIMENT BARRIER OR SUMP, IF NOT OTHERWISE
SPECIFIED IN THE SPECIAL PROVISIONS OR BY THE BMP SUPPLIER OR
MANUFACTORER

4. TRASH AND DEBRIS SHALL BE REMOVED FROM BMPs DURING
SCHEDULED INSPECTIONS

5. REMOVED SEDIMENT SHALL BE PLACED AT AN APPROVED LOCATION
AND IN SUCH A MANNER THAT IT WILL NOT ERODE, OR SHALL BE
DISPOSED OF OFF-SITE

6. REPAIR RILLS AND GULLIES BY RE-GRADING AND THEN TRACKWALKING
PERPINDICULAR TO THE SLOPE. PROVIDE TEMPORARY SOIL COVER IF
NECESSARY

NON-STORM WATER DISCHARGES

1. NON-STORM WATER DISCHARGES INCLUDE A WIDE VARIETY OF SOURCES,
INCLUDING IMPROPER DUMPINGS, SPILLS, OR LEAKAGE FROM STORAGE
TANKS OR TRANSFER AREAS. NON-STORM WATER DISCHARGES MAY
CONTRIBUTE SIGNIFICANT POLLUTANT LOADS TO RECIEVING WATERS, AND AS
SUCH AS PROHIBITED.

2. MEASURES TO CONTROL SPILLS, LEAKAGE, AND DUMPING, AND TO
PREVENT ILLCIT CONNECTIONS DURING CONTRUCTION, MUST BE TAKEN.

3. HOWEVER, CERTAIN NON-STORM WATER DISCHARGES MAY BE
AUTHORIZED FOR THE COMPLETION OF CONSTRUCTION. AUTHORIZED
NON-STORM WATER DISCHARGES MAY INCLUDE THOSE FROM
DECHLORINATED POTABLE WATER SOURCES SUCH AS:

FIRE HYDRANT FLUSHING

IRRIGATION OF VEGETATIVE EROSION CONTROL MEASURES,

PIPE FLUSHING AND TESTING,

WATER TO CONTROL DUST,

UNCONTAMINATED GROUP WATER FROM DEWATERING

OTHER DISCHARGES NOT SUBJECT TO A SEPERATE GENERAL
NOPES PERMIT ADOPTED BY A REGIONAL WATER BOARD

4. THE DISCHARGE OF NON-STORM WATER IS AUTHORIZED UNDER THE

FOLLOWING CONDITIONS

e THE DISCHARGE DOES NOT CAUSE OR CONTRIBUTE TO A VIOLATION OF
ANY WATER QUALITY STANDARD

e THE DISCHARGE DOES NOT VIOLATE ANY OTHER PROVISION OF THE
GENERAL PERMIT
THE DISCHARGE IS NOT PROHIBITED BY THE APPLICABLE BASIN PLAN
THE DISCHARGER HAS INCLUDED AND IMPLEMENTED SPECIFIC BMPs
REQUIRED BY THE GENERAL PERMIT TO PREVENT OR REDUCE THE
CONTACT OF THE NONSTORM WATER DISCHARGE WITH CONTRUCTION
MATERIALS OR EQUIPMENT

e THE DISCHARGE DOES NOT CONTAIN TOXIC CONSTITUENTS IN TOXIC
AMOUNTS OR (OTHER) SIGNIFICANT QUANTITIES OF POLLUTANTS

e THE DISCHARGE IS MONITORED

5. IF ANY OF THE ABOVE CONDITIONS ARE NOT SATISFIED, THE DISCHARGE

IS NOT AUTHORIZED
EMPLOYEE TRAINING
1. STORM WATER POLLUTION PREVENTION TRAINING SHALL BE PROVIDED AT
THE BEGINNING OF CONSTRUCTION AND REGULARLY DURING CONSTRUCTION
FOR ALL EMPLOYEES WORKING ON THE JOB SITE. TRAINING SHALL BE
PROVIDED BY THE CONTRACTOR'S WATER POLLUTION CONTROL MANAGER.
TOPICS SHALL INCLUDE, BUT ARE NOT LIMITED TO:
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ARE NO LONGER NEEDED HAVE BEEN REMOVED. e LOCATIONS AND FUNCTIONS OF SEDIMENT/EROSION CONTROL DEVICES;
! TEMPORARY COVER ON STOCKPILE FIBER ROLL TEMPORARY SILT FENCE
23. ALL OR PART OF THE CONSTRUCTION OF HIS PROJECT IS EXPECTED e GOOD HOUSEKEEPING; SCAlE NONE S S W
TO OCCUR DURING THE WINTER SEASON (OCTOBER 15 THROUGH e FINES AND PENALTIES;
APRIL 15) e MATERIAL MANAGEMENT PRACTICES.
PARCEL: 011-523-021
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oL ANTER AREA WITHIN RESIDENCE PROPOSED
SEE ARCHITECTURAL PLANS oL ANTER PARKING GRADE
FSG = 35.77; FF = 36.77 40
25% 25% / EXISTING GRADE
30
O o o\ O ™ ™ N~ < - o LO o o o o o -
N ™ © < ) ) H = cO ™ ™ ™ © ™ = ™ O
N~ © © © © LO LO LO < < < < < < < < <
QP ™ ™M ™ ™M ™ ™M ™ ™M ™ ™ ™ ™ ™ ™ ™ ™ 20
1+7/0 1+60 1+50 1+40 1+30 1+20 1+10 1+00 0+90 0+30 0+70 0+60 0+50 0+40 0+30 0+20 0+10 0+00
NOTE:
ALL SURFACES TO BE PREPARED PER GEOTECHNICAL REPORT PRIOR TO POURING SLAB OR SETTING PAVERS
PROPOSED GRADE AREA WITHIN RESIDENCE
EXISTING GRADE SEE ARCHITECTURAL PLANS PLANTER 40
FSG = 35.77; FF = 36.77
% ‘Sﬁ 6.25% 8.4%
30
O o AN O ™ ™ N~ < ) o LO o o o o o )
N ™ © < ) 3 r! = cO ™ ™ ™ © ™ = ™ O
N~ © © © © LO LO LO < < < < < < < < <
™ ™ ™ ™ ™ ™ ™ ™ ™ ™ ™ ™ ™ ™ ™M ™ ™ 20
1+7/0 1+60 1+50 1+40 1+30 1+20 1+10 1+00 0+90 0+80 0+/70 0+60 0+50 0+40 0+30 0+20 0+10 0+00
NOTE:

ALL SURFACES TO BE PREPARED PER GEOTECHNICAL REPORT PRIOR TO POURING SLAB OR SETTING PAVERS
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SHEET 1 OF 1

SURVEY EXCEPTIONS

@AN EASEMENT AFFECTING THAT PORTION OF SAID LAND AND FOR THE PURPOSES STATED HEREIN AND
INCIDENTAL PURPOSES AS SHOWN ON THE FILED MAP.

FOR : PUBLIC UTILITIES PURPOSES

AFFECTS : AS SHOWN ON SAID FILED MAP

(PLOTTED, AFFECTS SUBJECT PROPERTY)

RECORD DESCRIPTION

THE LAND REFERRED TO IS SITUATED IN THE COUNTY OF MONTEREY, CITY OF SEASIDE, STATE OF
CALIFORNIA, AND IS DESCRIBED AS FOLLOWS:

LOTS 1, 2 & 3, IN BLOCK "A", AS SHOWN ON THAT CERTAIN MAP ENTITLED “OFFICIAL MAP OF THE SEASIDE
AUTO CENTER”", FILED FOR RECORD AUGUST 31, 2009 IN VOLUME 24 OF CITIES & TOWNS AT PAGE 21,

RECORDS OF MONTEREY COUNTY, CALIFORNIA. (B) AN EASEMENT AFFECTING THAT PORTION OF SAID LAND AND FOR THE PURPOSES STATED HEREIN AND

INCIDENTAL PURPOSES AS SHOWN ON THE FILED MAP.
FOR : SANITARY SEWER PURPOSES

AFFECTS : AS SHOWN ON SAID FILED MAP

(PLOTTED, AFFECTS SUBJECT PROPERTY)

APN: 011-523-021

(D) AN EASEMENT AFFECTING THAT PORTION OF SAID LAND AND FOR THE PURPOSES STATED HEREIN AND
INCIDENTAL PURPOSES AS PROVIDED IN THE FOLLOWING INSTRUMENT:
GRANTED TO : REDEVELOPMENT AGENCY OF THE CITY OF SEASIDE
FOR : PUBLIC UTILITY AND SANITARY PURPOSES
GRAPHIC SCALE RECORDED : DECEMBER 30TH, 1977 IN REEL 1207 OF OFFICIAL RECORDS, PAGE 461
1" = 20° AFFECTS : 10 FOOT PARALLEL TO AND CONTIGUOUS WITH THE SOUTHWEST PROPERTY LINE OF PARCEL 3,

BLOCK 103
AUTO CENTER PKWY (PLOTTED, AFFECTS SUBJECT PROPERTY)

FOUND DISC IN WELL

80’ PUBLIC RIGHT OF WAY PER 24 C&T 21 MATTERS AS CONTAINED OR REFERRED TO IN AN INSTRUMENT,
AC PAVEMENT WIDTH: 63’ ¢/ ENTITLED : SHARED PARKING SPACE LICENSE AGREEMENT
—— ¢ — e — - —— s — g —— e ~N——— e Y — EXECUTED BY : THOMAS L. ANDREW AND CATHERIN ANDREW AND DWIGHT E. LANNING AND
x* x¥® X% x® x® x x % ol x 3 e BEATRICE A. LANNING
RM 3482 |2 Ol e, s—s—@FF—s—0 RECORDED : DECEMBER 15, 1987 IN REEL 2177 OF OFFICIAL RECORDS, PAGE 1151 RETURNED TO
187 INV 25.87 I 1 Zl5 e ADDRESS : DWIGHT LANNING, P.O. BOX 843, SEASIDE, CA 93955
127NV 2672 T2 5; RN (NOTHING TO PLOT, AFFECTS SUBJECT PROPERTY)
35 m &
FOUND IRON PIPE — ¢ | s _— (@ AN EASEMENT AFFECTING THAT PORTION OF SAID LAND AND FOR THE PURPOSES STATED HEREIN AND
PER 24 C&T 21 O _SSM”_\®R|M 34.60 s INCIDENTAL PURPOSES AS PROVIDED IN THE FOLLOWING
: ~ o 0o INV 25.95 RESERVED BY : CITY OF SEASIDE, A MUNICIPAL CORPORATION
VICINITY MAP LAND AREA N RIM 34.03 ‘ 212 D FOR : ACCESSING AND MAINTAINING EXISTING UTILITES OVER, ACROSS AND UNDER THOSE CERTAIN PARCELS
HT OF WAY EXTENT BENCH INV 29.03 n RIM 34.08 ” "
NOT 70 SCALE . @ B e » RIM 34.08 OF LAND DESIGNATED AS "U.M.E. AND V.R.O.W.
// x % X i ‘ \ : RECORDED : AUGUST 6, 2010 IN OFFICIAL RECORDS UNDER RECORDER'S SERIES NUMBER 2010043508
/ 27,400 SQUARE FEET% kss ] (PLOTTED, AFFECTS SUBJECT PROPERTY)
‘ 0.6290 ACRES#
$49. K ;@;T;éﬂ’ {0 TERMS AND PROVISIONS AS CONTAINED IN AN INSTRUMENT,
9 @L ol . ENTITLED : MAINTENANCE COVENANT AGREEMENT
1P x¥ g 8 EXECUTED BY : REDEVELOPMENT AGENCY OF THE CITY OF SEASIDE
L ANDSCAPE R | % Ny oI RECORDED : AUGUST 6, 2010 IN OFFICIAL RECORDS UNDER RECORDER'S SERIES NUMBER 2010043509
< 9 looya| B B /*—m ESE NOTE: REFERENCE IS MADE TO SAID INSTRUMENT FOR FULL PARTICULARS.
6 - NOTHING TO PLOT, BLANKET IN NATURE
- i S o >
PARKING SPACES e ; MH
- ] g T
' / RIM 34.12 - Q .
REGULAR= 10  HANDICAP= 1 o i.a INV 29.92 s Q f’l
~ 1 &‘.‘:‘" * < @ UNABLE TO TRACE
TOTAL= 11 o o 1 © _|/_ DIRECTION
. LB ’ ol 348 x w4 aX?i,wa&f x 5 ot
¥ 1
o Lo | gEF’;’Uzi caT o » l — UTILITIES MAINTENANCE
ZONING DATA i LoT 1 o 5 CISEET
22. PER 24 C&T 21
¢ 24 C&T 21 , T 8 PER2010043508
ZONING ITEM REQUIRED PARKING REQUIREMENTS " , y Ll A @
ZONING DISTRICT ZONING INFORMATION WAS NOT a | 1z 4 g"’ o APN: 011-526-014
PROVIDED. § 5 n , ) e, B o a P ad S'DDXWRPORAHON >'I‘5":5$
>
PERMITT o = . BENCH , ) FOUND IRON PIPE
E ED USE Q :E "ﬁ%" . 'IV‘} PER 24 C&T 2%
g =2 ~ ik 4 /] V] |
MINIMUM LOT AREA (SQ.FT.) N>s ' , : [z | .
> S E N s # BHL —=r S
MAX BUILDING COVERAGE Q0L © , ) l}, o 8
=24 v L APN: 011-523-021 )
& o |00 &
~J st L .
MAX BUILDING HEIGHT w % o X Eq> ¥ 1020 AUTO CENTER PKWY :H
Q3< L 2 1—STORY METAL BUILDING LOT 2 .
FRONT e HEIGHT: 25.1 24 C&T 21 o /
SIDE PHONE /EMAIL 0 FF=36.77 M’ > P
. . x 4
=EAR N L A PARCEL AREA , g \
, ‘.".
NOTES: REPORT DATE: XX/XX/XXXX "1@% i 27,400 SQ.FT. g
AT THE TIME OF THIS SURVEY, THE TRANSACTION PARTIES ; 5
HAVE NOT PROVIDED THE ZONING INFORMATION. PZR SITE #: = 0.6290 ACRES d OIESRD 25,02&?'?:1
’ [ 8
7 o9
‘ < -y.ﬁ X% X
FLOOD NOTE @ A\ s s |
FLOOD NOTE: BASED ON MAPS PREPARED BY THE FEDERAL EMERGENCY MANAGEMENT AGENCY (FEMA) d SSMH
AVAILABLE ONLINE AT WWW.MSC.FEMA.GOV, AND BY GRAPHIC PLOTTING ONLY, THIS PROPERTY IS LOCATED X y l R 35.35
IN ZONE SHADED X ON FLOOD INSURANCE RATE MAP NUMBER 06053C0327G, WHICH BEARS AN EFFECTIVE | \_ JE 8 ' b
DATE OF 4/2/2009 AND IS NOT IN A SPECIAL FLOOD HAZARD AREA. BY REVIEWING FLOOD MAPS GHT OF WAY EXTENT —— ® 15 ; ©©
PROVIDED BY THE NATIONAL FLOOD INSURANCE PROGRAM WE HAVE LEARNED THIS COMMUNITY DOES 10" SANTARY SEWER EASEMENT X
PARTICIPATE IN THE PROGRAM. NO FIELD SURVEYING WAS PERFORMED TO DETERMINE THIS ZONE AND AN ' PER 24 C&T 21 , 4
ELEVATION CERTIFICATE MAY BE NEEDED TO VERIFY THE ACCURACY OF THE MAPS AND/OR TO APPLY FOR 100.2 .
A VARIANCE FROM THE FEDERAL EMERGENCY MANAGEMENT AGENCY. : >:%'é‘?-‘° LA\ ettt ettt ik M
X3
_— TEMP CHAIN LINK FENCE LOT 3 LOVERHANG =8
DI
SIGNIFICANT OBSERVATIONS \ x % RIM 36.28
24 C&T 21 UNABLE TO
Mo 1 ACCESS 1NV
x ¥ x % L OEWATER — |/ —5
(A) BUILDING CROSSES THROUGH EASEMENT LINE : e o V.
71 ’ X %
X7 @ N66°02°56"W 168.7
SITE ACC o o ” - .
T 4 X X% 16 RIM 34.97
| ‘ ~< T NASLE IO
(@]
& FOUND IRON PIPE » @, L 8 FO,EE“RD 2'5{02&;1,?1 VEHICLE ON DI
X PER1P4 C&T 21 gm 10° PUE & TEMP CHAINLINK SFEC x> x % APN: 011-526-012
x x 31 ASE&EN* OUTSIDE+#L BY UP TO 2. MIA PROPERTIES LLC
PER 1207 O:R_ 461 s AC
APN: 011-523-020 6
X JACOBSEN JEFFREY M & x 55 x
LEGEND p CHRISTINE M TRS (5¥24 C&Tq® P e -
X M
AC ASPHALT pq PIV POST INDICATOR VALVE
APN ASSESSOR PARCEL NUMBER PLTR  PLANTER "
COBFP  BACK FLOW PREVENTOR PM PARKING METER : o | o o x®
BHL BUILDING HEIGHT LOCATION Q. PP POWER POLE , o o N 18 a# g
® BOL  BOLLARD P pL PROPERTY LINE ﬁﬁ_ x 2 X 5! o s® xS X
BLOG  BUILDING PUE  PUBLIC UTILITY EASEMENT ©]
BSL BUILDING SETBACK LINE sQ. FT. SQUARE FEET
5 cs CATCH BASIN —O0 st STREET LIGHT
¢ CENTERLINE sLB STREET LIGHT BOX
[ ] CONC  CONCRETE ©® sbMH  STORM DRAIN MANHOLE
=5 bcv DOUBLE CHECK VALVE ® ssco SANITARY SEWER CLEANOUT
oWy DRIVEWAY S) ::MH SANITARY SEWER MANHOLE
B EB  ELECTRICAL BOX B oL i
EJ Ec ELECTRICAL CABINET
® EMH  ELECTRICAL MANHOLE M v TELEPHONE VAULT
EVS  E.V. CHARGING STATION me——O TS TRAFFIC SIGNAL
FC FACE OF CURB M TsB TRAFFIC SIGNAL BOX
® FDC FIRE DEPARTMENT CONNECTION U us UTILITY BOX
XL FH FIRE HYDRANT v UTILITY VAULT
— eGP GATE POST W WM WATER METER
© GMH GAS MANHOLE 19 wv WATER VALVE
S oM GAS METER 1O YARD LIGHT
49 v GAS VALVE 0] DENOTES ENCROACHMENTS
MB MAILBOX ® CORRESPONDS TO SCHEDULE B |
® MH MANHOLE ) CORRESPONDS TO PARKING COUNT
@ MW MONITORING WELL ‘ N\ GUY WIRE _ (GRAPHIC SCALE
@ MON  FOUND MONUMENT T ey —

3/32” inch = 1 ft.

PARCEL: 011-523-021

COPYRIGHT 2026
REVISIONS © COPYRIGHT 2026 RESRSVAN Y DATE: 24 JULY 2026
] [ ] ALL IDEAS, DESIGNS, ARRANGEMENTS AND PLANS INDICATED
E D Dl E SAROYAN . (1] 1 [1] BY THIS DRAWING ARE OWNED BY, AND THE PROPERTY OF AL CAD Fl L E
S C al e 1 — l O - O SAROYAN, AlA AND WERE CREATED, EVOLVED AND DEVELOPED FOR
A DATE DESCRIPTION - USE ON, AND IN CONNECGTION WITH, THE SPECIFIED PROJECT. NONE OF
— e —— SUCH IDEAS, DESIGNS, ARRANGEMENTS OR PLANS SHALL BE USED -
— NN BY OR DISCLOSED TO ANY PERSON, FIRM OR CORPORATION
/ 0 w N\ FOR ANY PURPOSE WHATSOEVER WITH OUT THE WRITTEN
,’// \. PERMISSION OF AL SAROYAN, AIA.
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PAVED AREAS | LANDSCAPED AREAS
—

"""""" | T ¥ ||| il 11
@) | | & T pas =] ®
MINE = s e J_t_: i
£ b w BRSSO L
I’_ BACEFILL = 'M M;_';_"." £ i'-‘_'.' . _. >
— S R IO
~
| 4" BEDDING 1} 1
- 7 5" MIN

KEYNOTES

1
2

10,

1.

12,

13.

14.

13.

PROPOSED PRIVATE UTILITY, PIPE ZONE

MINIMUM TRENCH WIDTH = PIPE O.D. + 12" MIN. PROWVIDE MIN & CLR EITHER SIDE OF PIPE
TRENCH WIDTH MAY VARY FROM ACTUAL WDTH REQUIRED TO PERFORM THE WORK DEPENDING UPON
METHOD OF COMPACTION AMD FOR TRENCH SHORWNG/PROTECTION USED BY CONTRACTOR.

TREMCH DEPTH AS SHOWN ON PLANS. IF HOT SHOWN OR OTHERWISE SPECIFIED, PROVIDE MIN 38"
COVER FOR WATER MAINS 4" AMD LARGER, AND MEN 307 COVER FOR OTHER FACIUITIES.

PIPE BEDDING AND INITIAL BACKFILL: CLEAN SAND AS DEFINED IN ASTM 2487-10, WTH SAND
EQUIVALENT OF 30 OR GREATER, COMPACTED IN MAX 8" LIFTS TO MIN. 95X R.C,

FINAL BACKFILL |N BUILDNNG, SLABH, FLATWORK, AMD PAVEMENT AREAS: CLEAN SAND AS DEFINED IN
ASTM 2487-10, WITH SAND EQUIVALENT OF 30 OR GREATER, COMPACTED IN MAX 8" LIFTS TO MIN.
95% R.C,

FINAL BACKFILL IN LANDSCAPE AREAS: NATIVE MATERIAL COMPACTED 1M MAX 8" UFTS TO MM, 90%
RO,

PLACE 3"—WIDE WARNING TAPE 127 ABOVE PIPE.

PROVIDE INSULATED 12 AWG TRACER WRE FOR ALL EXTERIOR NON-METALLIC WATER AND CGAS
PIPES 47-DIA AND LARGER. TAPE TO TOP OF PIPE AT 10° INTERVALS. EXTEND TO THE SURFACE
AT WALVE BOXES, RISERS, ETC., SO LOCATOR EQUIFMENT CAN BE CONNECTED.

PIPE TRENCHING WORK N EXISTING IMPROVED STREETS SHALL INCLUDE REPLACEMENT OF EXISTING
PAVEMENT. THE THICKNESS OF THE NEW AC. AND AB SHALL BE EQUIVALENT TO THE EXISTING AC.
AND AB THICKNESS, OR 25" AC ON B AB, WHICHEVER |S GREATER, TREMCH PATCH SHALL
EXTEND MIN 67 BEYOND TRENMCH WALL,

ALL STREET CUTS SHALL BE MNEATLY SAWCUT ON TRUE LINE TO 1=1/2° MINIMUM DEPTH AT A
MINIMUM OF 8" BEYOND EDGE OF TREMCH WALL.

IN VEHICULAR AREAS, WHERE FINISH GRADE IS LESS THAN 24" ABOVE THE TOP OF PIPE. BACKFILL
TO MIN 6" ABOVE TOP OF PIPE WITH 5-SACK CONCRETE.

ALL SOILS PROPOSED TO BE UTILIZED FOR TRENCH BEDMHNG AND. BACKFILL SHALL BE APPROVED
BY THE S0ILS ENGINEER BEFORE USE. IMPORTED S0ILS SHALL BE APPROVED BY THE SOILS
ENGINEER BEFORE BEING BROUGHT TO THE SITE.

UNDISTURBED SUBGRADE S0IL. THE GEOTECHNICAL ENGINEER SHALL APPROVE SUBGRADE PRIOR TO
PLACING BEDDING.

UTILTY TRENCHES THAT ARE PARALLEL TO THE SIDES OF BUILDINGS OF WALL FOOTIMGS SHALL BE
LOCATED 50 THAT THE TREMCHES DO MOT EXTEMD BELOW AN IMAGINARY UMNE SLOPING DOWN AT A
2:1 (H:V) SLOPE FROM THE BOTTOM OUTSIDE EDGE OF THE FOOTINGS.

WHERE  UTILITY  TREMCHES CROS3 BENEATH  FOOTINGS
FOUNDATIONS), A CONCRETE PLUG SHALL BE PROVIDED

(INCLUDING  PERIMETER

PRIVATE UTILITY TRENCHING

SCALE: NONE

2. PRIVATE UTILITY TRENCHING

s Ba “CHRISTY G5 VALVE BOX
L a2 WITH LD LABELED STORM
COLLAR
[ S
e S ™ PVC THREADED CAP

COMPACTION ~
\\\'THRE)\DED FEMALE z
. : ADAPTOR =
I g 5,
| o4
T NsTALL 187
EXTENSION

GRAMLULAR
MATERIAL
COMPACTED

STORM DHAIN\ &

B FLOW ——

IN—LINE CLEAN OUT

CLASS B-5 ) '
el . SAC T\ CHRISTY G5 VALVE BOX
CONCRETE WITH LID LABELED STORM
* GOLLAR DRAIN
o - .
i 5
CLASE |l AB. . [ h [~
51 ‘Bebbme asel L R_ch THREADED CAP
COMPACTION | | \
THREADED FEMALE o
_I e ADAPTOR =
| s
L |
T~ INSTALL 18"
EXTENSION
ELBOW
GRANULAR MATERIAL h
COMPACTED  — ¢
i —= FLOW [%
STORM nnmu/
TERMINAL CLEAN QUT

3. STORM DRAIN CLEANOUT

EXISTING GROUND —

CUT TO FILL

NOTE:
BROW DITCH SHALL MAINTAIN A 1%
POSITIVE GRADIENT MIN,, ALONG SLOPE

4. BROW DITCH

OVERFLOW BARRIER

6" . 1 l N
L- CLASS B-5 [
: 1| "SAC CHRISTY G5 VALVE BOX
/ & COMNCRETE WITH LID LABELED SEWER
sac concrere| 1% Cac FILTER FABRIC
COLLAR - — | ‘ \ R \_ PR \_ PR \_ PR \_ PR L - — -
A | g | ' AGGREGATE SURFACE LAYER
CHRISTY G5 VALVE BOX WiTH [ : &" BEDDING; ass| | {l PVC THREADED CAP § N, L L L L L B
LID LABELED "SEWER"™ '— d "“-\..WI: THREADED CAP COMPACTION — . n
M\\\ '\THREADED FEMALE EE .
LEEE;SED FEMALE —l & ADAPTOR ti‘.]tgu
24" MIN | .;T.E: 30" MIN
g e . 2
s 18" EJISTTE%E"]LE &
EXTENSION i K
22 o COMPACTED SAND BACKFILL (95— ° T
GRANULAR MATERIAL COMPACTED — 14 FLEOW COMPACTION)
6" MIN SAND
PVC EFFLUENT LINE I
o — o L . )
6. 2 WAY SANITARY SEWER CLEAN OUT 7. SANITARY SEWER CLEAN OUT 8. INFILTRATION TRENCH DETAIL
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